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Information and installation for 1973 Carrera RS Kit.

for 1974 through 1989 911's

It's not as hard to do as you might think to backdate your short hooded
911 to a long hooded 911 ('73 and older). Our kit contains all the needed
fiberglass body panels to convert to an RS. But we do recommend using
a hody repair shop, experienced in fiberglass work and specificaly a shop
that works on Porsches. But many customers do the conversion their self.

You will need:

Along hood #21 (or a long/short #21SL), front bumper #003, front fenders
#29, a duck tail #14, and rear bumper #001.

The main difference between the early and later cars is that the turn
signal is in the fender
and in the ‘74 and
later, it is in the
bumper.

RS optional items:

RS hood rubber
draw latches #26,
RS Engine lid draw
latches #25, and RS
chin spoiler #004A.

Other options are
carbon fiber dash top #144cf, 4a
aluminum door hinges #20 ""'"'-—-""'J
and 20B, carbon fiber door panels #20P,
and 911 door sill #20S

Starting in the front: You start by removing the
front fenders... open the hood and remove the car-
peting, spare tire, jack, and also remove the hood.
There are 10 mm sheet metal fastners and shims
holding the fender on, and with it are the snap fastners for the carpet to
snap to - save these. Next, inside the wheel well, remove the 10mm fast-
ners for the closing panel, the gas bucket cable and gas filler, etc. Open the
car door, and at the A piller area remove the two 10 mm bolts. Now your
fender is ready to be removed.

Removing the front bumper: At this time you may start to remove the
front bumper. The ‘smile" (rubber front seal), is also fastened to the front
fender with small fastners. The 'C' clamp that holds the 5 mph bumper

shocks must be removed, ect. You will also need to remove or loosen (and
let dangle) the horns, windshield reservoir and fuel evaporation tank.
Remount these after installing the new bumper and fenders.

Removing the rear bumper:

Removing the rear bumper is similar to removing the front. Remove the
fastners on the 5 mph shocks, ect. You can use these as support tubes for
the underside of the rear bumper. . :

NEXT: Some fabrication will be needed.
Remove the rear Panel "Porsche” so that
the new rear bumper (with the bumperets)
will fit nicely into that center area.

Stock bumper above,
RS bumper below

INSTALLATION:

The hood latching system: s
The 1973 Carrera RS & RSR's used rub-

ber draw latches to hold down both the
hood & rear duck tail. This method is what
GT Racing recommends. It makes for an
easy installation and an authentic looking finished
model.

If you do not want to use the rubber draw latches,
we have a great solution! We make a long hood with
the backing from a short/ hood #021SL, so that you
can still use the existing latching mechanism that is
on your '74-89 Porsche.

The bumpers:
Some fabricaton will have to be done to mount the RS bumpers. For the

front bumper in the photo, | simply drilled a hole in the front bulkhead and
used a long 3" plus bolt to fasten it to the existing bumper bracket already
in your new bumper.

In the rear, you need to remove
the center two long fiberglass brack- [ l \ 1

ets on the fiberglass bumper to fit it | S
to a later car.

On later cars,
remove brackets






